
Green Roofs

Artificial Turf

Natural Ponds

Garden Lighting

Flat Roofing

Road Construction

Description

High-quality planters made of break-proof polypropylene available in 
many different shapes and in dimensions on demand. The varnishing 
will be made on request according to RAL. The planters have a knockout 
drain hole so that they can be used outdoor as well as in indoor areas. 
They are especially suitable for hydroponics as a water level indicator is 
available. All planters are supplied including a water storage board and 
a filter layer.

Suggestion for a tender

Planter made of break-proof and frost-proof high-quality polypropylene, 
with knockout drain hole, suitable for outdoor and indoor areas, availab-
le as cube, cuboid, frustum or in cylinder shape, dimensions on demand, 
colour according to RAL, delivery including water storage board and 
filter layer

Features

•	 Dimensions on demand or in standard sizes
•	 Available as cube, cuboid, frustum or in cylinder shape
•	 Varnishing on request according to RAL
•	 Available with either rough or smooth surface
•	 Suitable for indoor and outdoor areas
•	 Material and welding seams are frost-proof 
•	 For indoor use also available with water level indicator
•	 Also applicable on green roofs. For bigger planters an 
	 additional  base-plate can be placed on a freely selectable height.
	 Thereby a considerable weight reduction of the potted planters 
	 can be achieved
•	 The material of the container walls is non-thermally conductive. 
	 Thus the substrate won’t run dry even not on direct solar radiation
•	 The container walls are very stable. Additional elements like trellis 
	 or railings can be fixed at the planters
•	 A shadow gap at the base makes an elegant appearance. 
	 It also provides for the circulation of the air under the planter

Planters
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Planters made of polypropylene, 
colour according to RAL

Shape Length
in mm

Width
in mm

Height
in mm

Filling 
volume 
in litres

Thickness
of walls
in mm

Cube 490 490 490 101 15

740 740 740 365 15

Cuboid 325 325 740 63 15

370 370 740 84 15

490 490 990 206 15

590 200 290 26 15

740 200 370 42 15

990 200 490 78 15

990 490 490 210 15

Frustum 260/325 260/325 490 52 15

340/425 340/425 740 133 15

340/450 340/450 750 152 15

Cylinder Ø 315 500 59 5

Ø 315 750 135 5

Ø 500 750 211 8

Ø 500 900 307 8

Ø 900 500 156 15

Ø 900 750 366 15

Ø 900 900 535 15

Maintenance

•	 Dry cleaning with a soft duster or
•	 Wet cleaning with a soft cloth and water with colourless dishwa-
	 shing detergent. Afterwards surface has to be wiped carefully dry.
•	 Do not use abrasive cleaners or cleaning agents containing alcohol 
	 or salmiac. Also the use of nitro or synthetic resin dilutions including 
	 nitro based cleaners has to be avoided.
•	 Potential scratches can be removed by using a correction pen or
	 spray (included in delivery).


