HippoFeet Supports
I

Description

With HippoFeet supports height tolerances in the subgrade from 7 mm
up to 1083 mm can easily be compensated. Furthermore pipes, lines
and drains can be hidden under the flooring. A quick access to the ins-
tallation however is always assured. The cavity under the flooring cares
for the rear ventilation and it is not necessary to install a grit or sand
layer under the flagging. Due to a broad range of accessory HippoFeet
supports allow for comprehensive solutions for the placement of diverse
types of floorings in outdoor areas.

e Quick application due to infinitely height adjustment

from 7 mm — 1083 mm

High load capacity of up to 800 kg/support

Rounded bottom plate avoids imprints in the roof
waterproofing membrane

Made of very robust polypropylene

Resistant against UV radiation, chemicals, frost and bitumen
Easily to extend with 140 mm plug-in extensions

Slope compensation possible up to 7 %

Technical Data

Subject Unit HippoFeet
Raw Material Polypropylen
Height Adjustment mm 7-1083
Load Capacity kg/support 800
Diameter Top Plate mm 146
Diameter Base Plate mm 195
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Dimension of Slabs Requirement pes/m? *

40 x 40 cm 73
50 x 50 cm 4,6
60 x 60 cm 3,1

* depending on the dimension of the terrace
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HippoFeet Vario 25
19-25 mm
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HippoFeet Vario 50
36-51 mm
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HippoFeet Vario 130
82-135mm
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HippoFeet Vario 220
133-225 mm

|
i
' |

-

HippoFeet Vario 40
28-36 mm
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HippoFeet Vario 80
52-82 mm
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HippoFeet Vario 130
+ 1 x Extension Element
189-293 mm

HippoFeet Vario 220
+ 1 x Extension Element 260-365 mm

HippoFeet Vario 220

+ 1 x Extension Element 260-365 mm
+ 2 x Extension Element 364-507 mm
+ 3 x Extension Element 471-651 mm
+ 4 x Extension Element 576-795 mm
+ 5 x Extension Element 682-939 mm
+ 6 x Extension Element 786-1083 mm
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HippoFeet Supports

TILE SPACERS
Tile spacers for joints with width of 3 mm and 5 mm. The tile spacers get
simply clicked on the HippoFeet supports.

SLOPE COMPENSATORS

Slope compensators with a slope of 0 % up to 7 % for positioning on top
of the HippoFeet supports in order to compensate a tilt of the roof. Also
available with integrated tile spacers for joint widths of 3 mm or 5 mm.

FLEXIBLE DISCS

Flexible discs slip-resistant and elastic, 1 mm or 2 mm thick. The flexible
discs are positioned on top of the HippoFeet supports. They allow for
a minimum of slope compensation of 1 %. They can also compensate
smaller unevenness of the concrete slabs or deviations of the thickness
of the slabs caused by production. The discs are divisible.

JOIST SUPPORT

Joist support for beams with a height of 25 mm. The joist support
allows for a lateral fixation of the beams. As the joist supports are
positioned laterally on top of the HippoFeet supports beams can be
used in different widths.

Recommended quantity: 2 pcs per support

EXTENSION ELEMENT

The extension elements are 140 mm high and allow for an extension of
the HippoFeet Vario 130 supports of 140 mm or for HippoFeet Vario 220
supports of up to 6 pcs (840 mm).

SUPPORTS WITH FIXED HEIGHTS

Supports with a fixed height of 7 mm, 14 mm, 16 mm and 26 mm are used
for installation under flagging of terraces with low construction heights.
These supports are stackable. They are provided with a tile spacer.

TURNING TOOL
With the turning tool supports can quickly be screwed up and down.

WALL SPACER
The wall spacer allows for a permanent distance between the wall
and the flagging.

CANTILEVER
The cantilever enables the installation of smaller cuts of paving slabs
and drains along the facade and builds a stable skewback.

EDGE HOLDER
The edge holder is a stable skewback and prevents the paving slabs
from moving at the outer edges.

Support with fixed heights
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