
Description

The step-proof lawn edging RK-FF-175 is made of galvanised 
steel. It offers professional and aesthetical solutions to create margins 
of lawn areas, pavements und paved surfaces. Straight as well as 
curved edges can be executed.

Features

•	 Straight as well as curved alignment possible
•	 Connection of the edging elements by simple plug system
•	 Almost invisible as only 2 mm thick
•	 Also available in stainless steel

Option

Lawn edging made of high-quality recycling-polypropylene with 
aluminium top profile on the top edge. Suitable for straight boundary 
of lawn areas and flower beddings. 
Dimensions: 1000 x 10 x 185 mm (LxWxH); Colour: anthracite 
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Application

•	 Can also be applicated without bedding
•	 Application in loose ground with a rubber hammer
•	 Application in solid floor in cuts of a spade
•	 Fixation in the ground by flat-head brads
•	 Brads included in delivery

Paved 
Surfaces

Grit and 
Gravel Paths

Lawn Areas

Length 2000 mm

Height 175 mm

Width 19.5 mm

Width of top edge 2 mm

Thickness 1 mm

Material galvanised steel

Arc radius from about 35 cm

Brads 8 x 300 mm, flat-head
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Green Roofs

Artificial Turf

Natural Ponds

Garden Lighting

Flat Roofing

Road Construction
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