. . . s
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FPO (Flexible Polyolefins) ) Naiur

Moss Green* Green / Black

Swimming Pond
Product Assortment

Pale Green Beige*

Patina Green* (*available on request)

PVC

PVC Olive Green PVC Turquoise

PVC Emerald Greer PVC Adria Blue

PVC Beige PVC Light Blue
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Swimming Pond Fleece
500g/m>

The 500g/m? swimming pond
fleece is appropriate for levelling
out of very coarse soils and for
application in large swimming
ponds or pools. Its texture per-
mits it to be readily laid edge to
edge and to be cut.

Swimming Pond Fleece
300 g/m?

The 300g/m? fleece is suitable
for sandy soils. May be installed
edge to edge.

Standard Protection Fleece
500 g/m?

The standard 500g/m ? protection
fleece for stony soils and for appli-
cation under swimming pond mem-
branes in near natural forms. (Not
appropriate for edge to edge
installation, only with overlapping.)
Grammages:

500 / 800 / 900 / 1000 g/m?>.

Coconut Fibre Mat
900 g/m?

The 900 g/m? coconut fibre mat is
mainly used to secure steep/stony
slopes and to protect the exposed
areas of the pond.

Grammages: 400 / 700 / 900 g/m*

Bank Fleece, Green
850 g/m?

Our bank fleece protects the
swimming pond membrane from
UV radiation on the banks of the
pond. It also protects the mem-
brane from being damaged in
winter by sharp ice edges.
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Swimming Pond Membrane
PE-LLC
Soft, Green / Black

Our PE-LD, soft swimming pond
membrane is the ideal choice for
environmentally friendly water-
proofing. Available in 6 or 8m
wide rolls or alternatively also
prefabricated.

Thicknesses: 0.6 /1.0 / 1.5 mm

EPDM Root Protection
Membrane in Accordance
with German FLL Test

The pond membrane tested
according to FLL for root resis-
tance is very flexible, durable
and in addition very environmen-
tally friendly. Available in rolls

or prefabricated.

Thicknesses: 1.3/1.5/2.0 mm

PVC Swimming Pond
Membrane, Olive Green

The PVC swimming pond mem-
brane, olive green, tested for root
resistance according to FLL, is very
simple to install. Offers advanta-
ges of both flexible structure and

at same time high durability.
Thicknesses: 1.0 / 1.5* / 2.0 mm.

* also prefabricated

PVC Swimming Pond
Membrane, Black

Our advantageous PVC membra-
ne in black is available in rolls or
prefabricated in thicknesses
1.0/1.5/2.0 mm.

FPO Swimming Pond
Membrane, Green / Black

The FPO swimming pond mem-
brane is distinguished by its high
UV stability (approx. 40 years).
This membrane is extremely dura-
ble and thermally stable down to
-50!C.

Thicknesses: 1.2 /2.5 mm

Special colours: 1.3 mm.
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